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FOREWORD

This report was prepared by the Chemical Products Division of Aerojet-
General Corporstion under USAF Contract No. AF O4(611)-8196. This contract
was initiated under Program Structure No. 650A, Project No. 3850, Task No.
385003. The work was administered under the direction of the Rocket Propul-
sion Laboratories, Air Force Systems Command, with Mr. R. A. Biggers (DGPCS)
acting as project engineer and Mr. A. V. Jensen (DGPC) as senior engineer,
6593d Test Group (Development).

The report covers work conducted from 13 July 1962 through 31 January
1963 and is the final report on Phase III of the program. It is submitted
in partial fulfillment of the contract, is catalogued by Aerojet-General as
Report No. 2486, and was prepared in accordance with Air Force Systems
Command Manuval 5-1 (AFSCM 5-1), as specified by the contract.
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ABSTRACT

A prototype contaminant-introduction system wvas designed and fabricated
for the addition of solid, liquid, snd gaseous contaminants to storable or
cryogenic propellants maintained under diverse conditions. Five separate
units - for the addition of solids, liquids, gases, cryogenic liquids, and
vaporized liquids - vere constructed and tested to demonstrate their capa-
bilities for adding small amounts of impurities for contamination purposes in
the range from 10 to 5000 ppm at accuracies of 6 to 20%.

This technical documentary report has been reviewed and is approved.

. MCM 24 ?tu«,\ @o&ut;‘ .

A. V. Jensen (DGPC) R. A. Biggers (;
Senior Engineer Project Engineer
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1. INTRODUCTION

Bach of the many steps involved in the routine handling and transfer of
1liquid propellants offers an opportunity for the introduction of impurities
through the condensation of gases, dissolving of atmospheric contaminants,
entrainment of solids, or corroesion of the flow system. In turn, this con-
tamination results in reduced performance or rocket-motor malfunction.

The purpose of this program was to study and to design a prototype
system that mekes it possible to examine the effects of contaminant on liguid
propellants. This report describes in detail a critical portion of the pro-
totype test system, a contaminant-introduction subassembly that was construce
ted and tested in Phase III of the program. Phases I and II were covered in
Ref. 1 and, together with Phase III, are summarized in Section II.

II. OBJECTIVES AND SUMMARY

A study was conducted in Phase I to determine the feasibility of fabri-
cating a prototype propellant-testing system that would facilitate the measure-
ment of solid, liquid, and entrained-gas impurities in a flowing rocket-pro-
pellant test system. Consideration was given to a system compatible with
liquid oxygen (L0,), liquid hydrogen (LBQ), liquid fluorine (LF2) » hydrazine
gzgh » pentabonge (B H?) , tetrafluorohydrazine (N2F ), hydrogén peroxide

) and chlorine t#i%luoride (CLF,). The systea fs adaptable for flow
fiitgations and for particulate and néterial-compatibility studies. It can
be used for analytical tests that involve ultraviolet spectroscopy, infrared
spectroscopy, radio-frequency absorption spectroscopy, nuclear-activation
analysis, conductivity measurement, photographic observation, and other
methods.

A prototype system meeting specific functional requirements was designed
in Phase II. The system contains two tanks that hold 200 gal of liquid pro-
pellant with a maximum IN, loss of 2%/day. The tanks and flow sygtem are
capable of handling propeila.nts at temperatures from -420 to +200 F, over a
pressure range from vacuum (& few microns of mercury) to 215 psig and at a
flow-rate range from 5 to 150 gal/min (gpm). Provisions are made for weigh-
ing, venting, filling, evacuating, and pressurizing the vessels, for recircu-
lating the propellant; for monitoring the liquid level and temperature of the
propellant; and for disposing of vent gas. Appropriate materials of construc-
tion are used to provide compatibility with the representative liquid pro-
pellante named above.

The feasibility-study and preliminary-design phases of this program
vere described in detail in Ref. 1.

The present report covers Phase III, the objective of which was to fab-
ricate a device that could add known amounts of contaminants to propellants.
Individual units were designed to add gaseous, liquid, or solid contaminants
such that uniform mixing throughout the vessel occurs within 15 min. The
contaminants that can be added and the required accuracy of addition are
summarized in Teble 1. The initially conceived systems are depicted in
Figures 1 and 2. An improved assembly was constructed and tested; engineer~
ing drawings and operating procedures for the contaminant-introduction system
vere developed as the work progressed. The final drawings and photographs of
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equipment based on them are reproduced as Figures 3 through 19, and the oper-
ating procedures are presented in Section VI.

IDI. DEVELOPMENT OF EYSTEM

First consideration in the design of the prototype contaminant-introduce
tion system was given to a single system that could be used for the addition
of all the contaminants. It was subsequently concluded, however, that a
single system was impractical and that separate units would be required to
permit accurate addition of the variety of contaminants. The advanteges and
limitations of these approaches are discussed below.

A. SINGLE SYSTEM

Figures 1 and 2 represent systems that were conceived initially
for the addition of all types of conteminants to a liquid-propellant test
system. The gases or vapors were to be metered at constant temperature and
pressure for a suitable period of time. The storable and cryogenic impurities
were to be pumped in at a constant rate for a measured period. The solids
wvere to be slurried with a portion of the propellant to which they would be
edded, and the slurry would then be pumped in a manner similar to the liquids;
recycling of the slurry from the pump to the tank would be required to keep
the s80lids uniformly suspended.

Analysis of this system showed that many of the problems involved
were be ond the practical limits of routine propellant handling. A constant-
temperature bath would have to be designed, for example, so tgat it could
operate from the temperature of to tempe ratures above 212 F. The pumps,
meters, and valves would have to bé compatible with all the propellants and
would be required to operate over the complete temperature range. Moreover,
the fluid-density and flow-rate ranges are so great that mauy different sizes
of equipment would be required and the end product would be unwieldy.

B. SEPARATE SYSTEMS

Contaminants are to be added as solids, liquids, and gases, and
three addition systems are required, as a minimum. The handling snd accurate
addition of cryogenic liquids, however, present different problems from those
presented by storable liquids. Furthermore, the addition of water vapor pre-
sents difficulties not experienced in the introduction of nitrogen or other
gaseous impurities. PFive contaminant-introduction systems were therefore
deemed necessary to accomplish the goals. The various techniques considered
for these systems are discussed below.

1. Liquid

Four different types of liquid-addition techniques were con-
sidered: (a) direct metering, (b) addition by level from calibrated tanks,
(c¢) multiple discharge from a reservoir, and (d) use of a metering pump.

R A VAN




a. Direct Metering

The direct-metering scheme is complicated by the large
variation in the quantities required (a ratio of 2700 to 1). A complex timing
device and many meter sizes would ve required.

b. Calibrated Tanks

Charging by level from calibrated tanks becomes some=
what complicated, due to the very large quantity variation required. At least
four tank sizes, with appropriate level indicators, would be needed. This
approach would be direct and accurate but would be somewhat cumbersome.

c. Multiple Discharge

A system was considered for charging liquids from a
reservolr located directly above the propellant-metering tank. The reservoir
would be closed at the bottom with a ball-type valve fitted with one or more
calibrated reservoirs. The valve would be drilled to allow an inert gas to
eject the contents of the reservoir into the tank. This system is routinely
used for small-scale measurements and provides accurate, reproducible results.
It is limited, however, to a total charge consisting of multiples of the cal-
ibrated reservoir volume that could not be easily changed. Too many fillings
of the reservoir would be required to cover the quantity range specified, and
large quantities of inert gas would be introduced into the system.

d. Metering Pumps

The metering-pump approach 1s a variation of the
multiple-discharge method. Many types and makes of metering pumps are avail-
able - piston pumps, vane pumps, diaphragm pumps, etc. Experience has shown
that the piston-type pump is the most reliable when extremely accurate volumes
are required to be delivered over a fairly large range. A pump was selected
with one small cylinder and one large cylinder, both adjustable from zero to
full stroke. In addition, a stroke counter was provided that stops the pump
after any number of strokes up to 400. With this arrangement it is possible
to add quickly and accurately the complete range of mantities required (0.6
to 1360 ml) in less than 10 min.

2. Water Vapor

Two methods of adding water vapor (or other vapors) were
considered: (a) direct metering, and (b) measuring as & liquid and then va-
porizing and adding as a vapor.

a. Direct Metering

Direct metering is difficult, due to the small quanti-
ty of water vapor to be added (0.6 to 68 g) and the short periods during which
it must be added (less than 15 min). The study showed that accurate metering
would be difficult and expensive. A means of superheating the vapor would be
required, and an elaborate positive-displacement meter or an integrating flow
meter would also be required. Alternately, water vapor could be carried into
the propellant by means of an inert gas saturated with water vapor, but
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excessive gas would be introduced to the holding vessels and would result in
pressure buildup or in loss of propellant during venting.

b. Vaporizing Liquid After Measurement

This method was selected as being simple, accurate,
and relatively free of trouble. The rather small range in quantities required
(0.6 to 68 g, or a ratio of 113 to 1) can be r-asured easily in a singie, cal-
ibrated, gage glass. The vaporizer required is not large or complicated and
is simple to operate.

5. Ges

The two basic methods of addition considered here were (a)
direct metering, and (b) charging from calibrated cylinders at known tempera-
tures and pressures.

a. Direct Metering

A direct-metering system would be difficult to use be-
cause of the very large variation in the quantities to be delivered {a 5000-to-
1 variation). Meny sizes of meters would be required in order to obtain
accuracy in both the low and the high ranges.

b. Charging from Calibrated Cylinders

The method of charging from calibrated cylinders was
selected when it was shown that acceptable accuracy could be obtained through-
out the whole range of concenvrations by using only three cylinder sizes and
three pressure-range gages. Each of the cylinders can be attached to the unit
by means of matched unions. The operation of this system depends on the
measurement of the initial and final pressures and temperatures of the cali-
brated cylinder.

——

L, Cryogenic Liquids

The methods considered for the addition of cryogenic liquids
vere (a) direct metering, and (b) measurement of gas on the basis of the tem-
peratures and pressures of a calibrated cylinder prior to liquefaction and
charging.

a. Direct Metering

The difficulties associated with the temperature,
pressure, and flow control required in the accurate metering of cryogenic
liquids are far beyond the capabilities of a practical system for routine
work. It is difficult to use metering pumps for cryogenic liquids because of
the refrigeration required; flashing of the liquid in the piston or in the
check valves would make the accuracy of this method questionable. Similarly,
the measurement of cryogenic liquids from calibrated tanks imposes much more
difficult ‘roblems than those associated with normal liquids, due to the
necessity for accurate liquid-level indication at low temperatures.




b. Condensation and Charging of Liquefied Gas

This method consists of measuring the cryogenic ma-
terial as a gas and then condensing it to a liquid before adding it to the
propellant system. Because all the cryogenic liquid that is condensed would
be added, it is not necessary to measure its volume or weight. The cryogenic
liquid is charged to the propelluant system either by its own vapor pressure or
by the use of an inert gas (e.g., helium). Experience has shown that it is
necessary to provide two systems {one large and one small) in order to achieve
the specified accuracy over the wide ranges required. The systems are mani-
folded together for simplicity of operation.

5. Solids

Solids may be added as slurries or may be measured directly
into the propellant vessel as solids.

a. Slurries

The addition of solids by slurrying with propellant

was considered initially, and the single systems shown in Figures 1 and 2
were conceived for the preparation of slurries. The amount of slurry intro-
duced to the propellant vessel was to be determined by a metering device or
by the measurement of liquid level. Prohibitive problems exist, however, in
the areas of maintaining a uniform suspension, of obtaining accurate liquid-
level indication, and of compensating for heat exchange and material loss in
the cryogenic system.

b.  Dry Solids

Many types of solids feeders are commercially avail-
able - belt conveyors, screw conveyors, vibratory feeders, etc. Most of them,
however, have minimum capacities that are too great to permit accurate measure-
ment of the small quantity of solids to be added (0.2 to 10 g). The addition
of solids to a closed system imposes further complications. The solids-
addition equipment must be designed so that it can discharge directly into the
propellant-test system, or the unit would have to discharge into a lock hopper
that, in turn, could be discharged into the propellant-test system. Because
of the very corrosive propellants to which some of the solids must be added,
the latter approach was adapted as the most practical. This approach permits
the use of relatively simple, commercially available, solids-handling equip-
ment .

A small vibratory feeder that could be adapted to
deliver the required quantities of solids was examined. Tests were made that
showed the quantities delivered at a given setting were reproducible to with-
in 2 to 15% over the desired range. It was decided not to use this equip-
ment, however, because the delivery of solids depends upon vibration, and
segregation of the various particle sizes became a problem.

A variation of the continuous solids feeder is the
multiple-displacement feeder, which discharges measured quantities of solids
from a fixed-volume or variable=-volume chamber. A simple device of this type,
a8 microsetting powder measure manufactured by the Santa Anita Engineering




, was tested and found to deliver the specified amounts of solids
(silicu) with a +2% accuracy throughout the quantity range required. Visual
observation showed no particle-size segregation such as that detected during
the use of the vibratory feeder.

IV. DESCRIPTION OF PROTOTYPE SYSTEM

The system is designed to add contaminants to a 200-gal, multivall,
cryogenic tank. Because the tank requires a manhole for access for cleaning,
it was logical that this opening should also be used for additions from the
contaminant-addition system; this approach would minimize the number of open-
ings and consequently the leakage of heat into the tank. The propellant
system requires a pump or means of recirculation, a vacuum system, and inert-
gas purges. These utilities have been assumed to be available at the site
vhere the contaminant-addition system is used.

A. FLANGE

All five individual units connect to a single flange (see Figures
3 and 4). The flange is designed to withstand pressures from a vgcuum (a few
microns of mercury) to 215 psig at temperatures from -420 to +200 F in the
tank. A special serrated seal with & soft-copper gasket is required to with-

stand the extremes of temperature and pressure, as well as corrosion. A b-in.-

deep vacuum jacket is provided on top of the flange to minimize the heat leak-
age, and a baffle plate is attached to the tubes 15.5 in. below the bottom of
the flange to provide a dead space in the vapor for additional heat-loss pro-
tection. The three separate entry tubes extend 16 in. below the flenge so
that they will discharge into the main part of the cryogenic storage tank
rather than into the manholé neck. The flange and parts exposed to the pro-
pellants are all of Type 347 or other Series 300 stainless steels for maximum
compatibility with the propellants.

Lifting lugs (see Figure U4) welded to the top of the flange pro-
vide for ease of mounting and disassembly. They also serve as mounting brack-
ets for the cryogenic-addition and solids-addition equipment. Stainless-
steel unions are provided on the tops of the two outer tubes for ease of
connection with the gas and the solid systems. Plugged half-unions are pro-
vided to seal these unions when the respective systemsare not in use. The
center tube (spary-injection tube) is provided with a 1/L-in. standard flared
(AR) fitting that is used to connect the cryogenic-addition system, the water-
vapor-addition system, or the liquid-addition system. This fitting is also
capped when not in use.

The spray nozzle (see Figure 5) is provided with an electric
heater to control the temperature of the inner tube so that vapors will not
condense, or liquids will not freeze, during injection. A vacuum Jacket is

*
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provided around the heater to minimize heat flow between the heater and the
tank. The heater is explosion-proof and is provided with an explosion=-proof
terminal box; however, the lead cord used temporarily for testing should be
replaced by permanent explosion-proof wiring. The thermocouples in the spray
tube sare of Chromel-Alumel and are terminated in standard-junction blocks.

A 3/16-1n. copper-tubing coil is provided around the upper end of
the spray tube and valve. It should be connected to a source of LNp during
the cryogenic-injection tests and to a source of steam at 100 psi during
wvater-vapor injection.

B. LIQUID-ADDITION UNIT

The flow diagram for this unit is presented in Figure 6, and the
assembled equipment is shown photographically in Figure 7. The unit consists
of & metering pump with a feed tank and auxiliary piping connected to the
spray nozzle of the injection flange. The pump is a Proportioneers Duplex
Adjust-O-Feeder Model 1106* with one 1/U-in. and one 5/8-in. cylinder. An
H-2 series Microflex stroke counter is provided to shut the pump down after
any number of strokes up to 400. With this arrangement, it is possible to
meter liquids into a propellant system with good accuracy over the entire
range from 0.6 to 1360 ml at pressures up to 200 psig. Valves are provided
for calibration of the pump-discharge rate and for flushing the liquid from
the lines with inert gas or recycled propellant.

The pump, feed tank, and piping are constructed of stainless
steel for corrosion resistance and to prevent extraneous contamination. The
pump packing is of Teflon and does not need lubritation for the short oper-
ating periods required (less than 15 min). The check valves and relief
valves have Teflon seats and are therefore compatible with all liquids ex-
cept ClF3 and related compounds. Teflon tape is used on the threaded pipe
connections because of its compatibility with nearly all liquids; it has
been found to prevent the galling of stainless-steel threads and to make
good leak-tight connections.

The pump motor and the microswitch mounted on the pump are both
explosion-proof; it is therefore possible to mount the pump near the top of
the propellant tank. The Microflex counter box is not explosion-proof and
should therefore be mounted in & nonexplosive area.

C. WATER-VAPOR-ADDITION UNIT

This unit, illustrated in Figures 8 and 9, consists of a specially

calibrated gage glass (Figure 10) and a U-shaped, electrically heated vapor-
izer (Figure 11), which is connected directly to the spray nozzle of the
flange. The unit is designed to measure and vaporize the 0.6 to 80 g of
water (or similar 1iquid) and to add it to a closed propellant system in less
than 15 min.

*C. P. Crowley Company, 5430 Jilson St., Los Angelss 22, California.
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The vaporizer is constructed of a 10-ft length of Type 304 stain-
less-steel tubing bent in a "U" shape. The tube is insulated with glass tape
and wvrapped with Nichrome wire to provide approximately 1000 watts of heat.
Chromel=Alumel thermocouples silver-soldered to the tube provide points for
the monitoring of temperature. Additional insulation is used over the heater,
and the entire unit is enclosed in & 2-in.=0D tube to make it explosion-proof.
A varisdble transformer (O to 110 v) of 1000-watt capacity is required as auxi-
liary equipment for this unit; a temperature indicator (or recorder) is also
required for use at the Chromel-Alumel thermocouples located in the vaporizer
ard in the spray tube.

D. GAS-ADDITION UNIT

This unit, illustrated in Figures 12 and 13, consists of a series
of calibrated gas cylinders connected directly to the 1/2-in. discharge tube
in the flange. Three cylinders having capacities of approximately O.LL, 4,08,
and L4.0O liters are provided. These volumes include the volume of the associ-
ated piping, as determined by the calibration procedure. The three cylinders
can be connected interchangeably in the system by means of matched l/h-in.
unions. The small and medium-size gas cylinders are of stainless steel for
maximum corrosion resistance. Two large cylinders of identical size are
supplied for the addition of maximum quantities of gases; they are constructed
of mild steel and their use is therefore limited to clean, dry, noncorrosive
gases such as nitrogen, methane, and carbon dioxide. All the gas cylinders
are designed to operate at pressures up to 1800 psig.

Three precision pressure gages are supplied (O to 60, O to 600,
and O to 2000 psi) for accurate pressure measurement at all levels of gas
addition. Another pressure gage (O to 300 psi) is provided to indicate the
pressure in the manifold during gas addition.

Copper-constantan thermocouples installed in each of the gas
cylinders permit accurate measurement of the temperature before and after
each gas addition. The piping is assembled in three units or manifolds (A,
B, and C of Figure 12) that can be quickly and easily assembled at the pipe
unions or flared-tubing connections.

A check valve installed in Manifold B is designed to prevent
possible backflow of propellant into the gas cylinders. All piping and valves
are of stainless-steel construction. All valves have Teflon packing and metal-
to-metal seats. Valves that may be in contact with cryogenic propellants have
extended bonnets so that they will not freeze.

E. CRYOGENIC-LIQUID-ADDITION UNIT

The cryogenic-liquid-addition system is shown schematically in
Figure 14 and photographically in Figure 15. It is the most complex of the
five units. The gas-addition equipment is used to measure the contaminants
as gases at amblent conditions. Then, depending upon the quantity to be
added, the gases are fed into one of two condensing units. The larger quanti-
ties (400 to LOOO g of CHY or 600 to 6800 g of N2) are condensed batchwise in
the large condenser (see Figure 16). The smaller quantities (0.8 to 400 g of
CHy or 0.8 to 600 g of Np) are condensed in the small unit (see Figure 17).
After condensation has been completed in the large condenser, the cryogenic




liquid is allowed to flow through the spray tube into the propellant system
under its own vapor pressure. The small unit operates in a continuous man=-
ner - i.e., the liquid is sprayed into the propellant system as fast as it
condenses. Helium or another low-bolling inert gas is used to purge the re-
maining liquid from the condensing coils at the end of & run.

Liquid nitrogen or another refrigerant is used in the large and
small condensing units. The piping outlet from the refrigerant-storage tank
is common to both units, thus permitting a single control system for either
unit. A series of springs (50, 100, 159, 200, and 250 psi) are supplied for
the relief valve so that the pressure (or temperature) on the refrigerant
system can be maintained at a value that will permit the condensed gas to
maintain sufficient vapor pressure to flow into the propellant system within
a 15-min period. Valves are provided so that the large condensing unit can
be isolated when the small unit is in use, and vice versa. A 3/16-in. coil
of copper tubing is provided around lines from the large and small condenser
that connect to the injection valve. Liquid nitrogen or another refrigerant
is used in the coil to chill the lines and thus to prevent flashing of the
condensed gas 48 it is charged into the propellant system.

F. SOLIDS-ADDITION UNIT

The solid-contaminant-addition unit is shown schematically in
Figure 18 and photographically in Figure 19. It is the simplest of the five
units. The equipment consists of a precision powder-measuring instrument
and a storage chamber mounted on top of the flange. The powder measurer is
hand-operated and can be calibrated to deliver from 0.2 to 10 g (of silica)
per stroke. Because it does not come in contact with any of the propellants,
either steel or cast iron is a satisfactory material of construction.

The storage chamber is simply a short length of )/h-:ln. stainless-

steel pipe contained between two j/h-in. ball valves. Connections to the
storage chamber are provided for the introduction of inert gas or recycled
propellants to wash the powder from the chamber into the propellant system.

The ball valves are of stainless steel, have Teflon seals and extended bonnets

for cryogenic service, and are designed for either pressure or high-vacuum
gervice.

G. COMPONENTS AND ACCESSORIES

Commercially available parte are incorporated wherever possible
in the prototype contaminant-addition system, and many of the valves may be
used interchangesbly. If the system is to be employed frequently, replace-
ments should be obtained for the valves that are most frequently ueed. The
small needle valves and pump-packing replacements are obtainable with little
delay, but the delivery schedule for valves with extended stems is approxi-
mately 60 days.

The flange, liquid vaporizer, condensers, and other components
shown in Figures 3, 4, 5, 10, 11, 16, and 17 were specially fabricated for
this program, and replacements must be constructed as required. Several
accessory items should be available for the operation of the prototype con-
taminant-introduction system.




Tables 2, 3, and 4 list the various valves, gages, and special
items provided as part of the prototype system and give the pertinent speci-
fications for the individual components. Table 5 itemizes the accessories
required. These instruments and accessories, miscellaneous tubing and con-
nections, and the items described in the drawings constitute the contamin-
ant-introduction system.

v. TESTING AND CALIBRATION

The five contaminant-addition units were tested and calibrated to demon-
strate their ability ta meet specifications set forth in the contract.

A. LIQUID-ADDITION UNIT

This unit was assembled as shown in Figure 7 and was tested with
vater. All piping was checked for leaks at a pressure ¢? 300 psig. Both
pump cylinders were checked for adjustment and were found to be continuously
adjustable from O to lOO‘f of full stroke. The pressure-relief valve was
found to release at 200 psig and to reseat with no leakage. The pump check
valves were found to hold pressure with no leakage. The pump was allowed
to operate against a 200-psig discharge for periods of 15 min or longer, and
there was no heat buildup or other damege. The H-2 series Microflex counter
vas operated at settings of 5, 15, 40, and 140, and was found to shut the
pump down reproducibly after the indicated number of strokes. The capacity
of the pump was found to exceed the nominal 1.25 cc/stroke for the 1/4~-in.
plunger and the 7.55 cc/stroke for the 5/8-in. plunger.

A series of tests (see Table 6) were made to demonstrate that the
unit would deliver the liquid into a propellant system at the required rate
and accuracy. In these calibrations the pump was operated at various pump-
stroke and Microflex-counter settings for both the large and the small cylin-
der. With the calibrating valve (V-4 of Figures 6 and 7) open, the quantity
of water delivered was collected and measured in a graduated cylinder. Next,
the calibrating valve was closed and water was delivered through the spray
nozzle. After the pump had shut down, the pump-shutoff valve was closed and
50 ml of trichlorcethylene was flushed through the recycle valve to wash the
residual water from the lines and spray tube; this procedure simulated
purging by recycling propellant. The amount of water collected from the
spray nozzle was then compared with the amount collected in the calibration
run.

An error of 17% in Run 2 resulted from the fact that it was ex-
tremely difficult to wash all the water from the lines with the small quantity
of trichloroethylene used. In purging with recycled propellant, the higher
velocity would assure that the liquid in the lines would be washed out more
completely.

B. WATER-VAPOR-ADDITION UNIT

The gage glass used in this unit was calibrated by delivering
water from a 50-ml standard laboratory buret. The results were as follows:
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Buret gggg Glass Buret Ee Glass
Reading Reading Calibration Reading Reading Calibration
m om0 me/Swm 00 _ml 0 _mm 0 _mm/5m

10 33 - 60 Lol 37
15 n 37 65 438 37
20 107 36 T0 L75 37
25 145 38 75 512 37
30 181 36 80 549.5 37.5
35 a7 36 85 586.5 37
ko 254 37 90 622 36
ks 291 37 -- - .-
50 327 36 -- - --

The foregoing data show that on the average a 36.8-mm distance on the gage
glass corresponds to 5 ml of liquid delivered (7.36 mm/ml, or 1 mm/0.136 ml).
The, probable deviation is +1 mm or +0.14 ml.

Following calibration, the system was assembled as shown in
Figures 8 and 9. A water-cooled condenser and a receiving flask were attached
to the outlet of the spray nozzle. A steam line was connected to the coil of
copper tubing around the injection valve to prevent condensation. The gage
glass was filled with water, the heater was adjusted to give the proper tem-
perature, and water was vaporized and collected. The results of these tests
are summarized in Table 7.

The data indicate that in the addition of large amounts of con-
taminants excellent addition accuracies were achieved; in the addition of small
quantities care must be taken to achieve the required accuracy. The l/8-in.
line extending from the shutoff valve at the bottom of the gage glass must be
filled completely before a run is started. The injection-valve temperature
must be above 212°F, so that steam does not condense in the valve. After
closing the shutoff valve, it is necessary to wait 3 to 4 min before shutting
the injection valve and measuring the water recovered; the additional time is
required to vaporize the water in the first portion of the vaporizer.

A check of the capacity of the vaporizer was made in which the
rate of water addition was set at approximately twice the reguired rate to
determine if water would come through the vaporizer instead of steam. A
total of T4 ml of water was charged through the vaporizer in 6.6 min. Al-

t the indicated temperature in the middle oof the vaporizer fell below
212°F, the outlet temperature fell to only 272 F, indicating that steam was
still coming out of the vaporizer. In this test the vaporizer Variac was set
at 70 v. With a higher electrical input the internal temperature would not
have fallen below the boiling point. It is therefore clear that the vapori-
zer is capsble of operating at greater than the required rate. The unit can
easily vaporize the maximum quantity of water for short periods of time and
at the required flow rates.
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C.  GAS-ADDITION UNIT '

The gaseous-contaminant-addition unit includes three sizes of gas
cylinders (see Figure 13). In order to obtain accurate measurements of the
quantity of geas added, it is necessary to know the volume of the system used
and to know the absolute pressures, temperatures, and gas densities at the
beginning and end of the tests. The volume of the gas system in each case
includes the volume of the gas cylinder, the pressure gage, and the piping
up to the shutoff valves (V-14 and V-23 of Figure 12 or 135. The volumes of
each of the three systems were measured (1) by filling the entire system with
water, and (2) by measuring the volume of dry nitrogen contained in the
system with a wet test meter (WI'M). The results agreed within +1 to +2% in
all cases. The values obtained from the WIM are believed to be more accur-
ate because of the difficulty of completely filling the manifold and pres-
sure gage with water. The results of the calibration are given below.

_ System Calibrated Volume
Cylinder Size Range of Pressure Gege in Manifold, psi liters

Small 0 to 60 0.h4ls
Small 0 to 600 0.435
Small 0 to 2000 0.435
Medium 0 to 60 k.09
Medium 0 to 600 4.08
Medium 0 to 2000 L.08
Large 0 to 60 L4.0

Large 0 to 600 L4.0

Large 0 to 2000 b4.0

The two large gas cylinders supplied with the unit have the same
volume to permit their use interchangeably. If both cylinders are to be
used simultaneously by connecting the second cylinder into the manifold
through the bleed valve (V-13), the total volume of the system would be 87.9
liters. The larger volumes may be required for the addition of very large
quantities of gases such as CO2, which tends to liquefy at moderately high
pressures.

If the pressure on the inlet-nozzle gage (G-3) is different be-
fore and after the gas has been added to the propellant system, & correction
must be made for the change in quantity of gas in the manifold between the
shutoff valves (V-23 and V-14) and the injection valve (V-22) (see Figure 12
or 13). This volume was measured and found to be 0.266 liter when a 3.0-ft
length of l/2-1n. (0.040-1in.-wall) tubing was used to connect the piping
manifolds designated as A and B. When other lengths of tubing are ypsed to
connect the manifolds, a correction should be made to allow for the differ-
ence in the volume of the tube.

A series of tests were made on the gaseous-contaminant-addition
system to demonstrate its accuracy and capability. The system was connected
as shown in Figure 13; a WTM was connected to the bottom of the 1/2-1n. pipe
through which the gas enters the propellant tank. The results of these tests
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are given in Table 8. Tests 1 and 2 indicated that metering accuracies of the
order of +3% can be expected vhen small and medium quantities of gas are added.

Test 3 indicated that the expected accuracy will decrease somevhat if the
wrong pressure gage or the wrong size of gas cylinder is used and a relatively
small pressure drop is obtained during the run. Improved accuracies or lesser
deviations should be expected for the runs in which larger volumes are added.
Test 4 was made to demonstrate that the larger quantities of gas can be added
successfully in the required length of time.

D. CRYOGENIC-LIQUID-ADDITION UNIT

1. Large Condensation Unit

This unit was set up as shown in Figures 14 and 15; the
valves that isolate the small unit were closed. Two runs were made with the
large unit to demonstrate satisfactory operation at the upper range of quan-
tities desired. Nitrogen gas was condensed and discharged in each of these
tests; LNo at 50 to 100 psig was used as the refrigerant. The test data are
given in Table 9.

The first test was made to demonstrate that large quanti-
ties of gas can be condensed and then added as a 1iquid in the required length
of time. A period of 35 min was required to condense the nitrogen; during
this time the pressure in the liquefied-gas tank was held at about 175 psig
by adjusting the shutoff valve (V-23). The pressure on the refrigerant tank
wvas allowed to build up to about 100 psig during the run. The relief valve
(V-20) operated satisfactorily to maintain this pressure. Near the end of
the condensing cycle, the pressure on the refrigerant tank was allowed to
drop to 65 psi] after the nitrogen gas to the condenser was shut off, the
pressure on the condenser tank fell quickly to that in the refrigerant tank
(about 60 psi). Nine minutes was required to discharge the condensed nitro-
gen through the spray tube. Because the maximum time allowed for discharge
is 15 min, this test demonstrated that the maximum quantity of LNo can be
discharged in the required time.

In the second test, smaller quantities were introduced
through the large cryogenic-addition unit. Approximately 3.5 min was re-
quired to condense the required amount of nitrogen. Agein, the pressure on
the refrigerant tank was allowed to build up so that the vapor pressure of
the nondensed nitrogen would be high enough to discharge it into the test
system. Only 1 min and 25 sec was required to discharge the condensed nitro-
gen in this test. No attempt was made to measure the actual quantity of INo
discharged, because the tests of the gas-addition system showed that the gas
can be added with an accuracy of +3 to +5%. A correction must be made for
the quantity of ges left in the liquefied-gas tank and in the manifold be-
tween the shutoff valve (V-23) and the liquefied-gas tank; the method of
correction is given in parsgraph L.7.4 of Section VI. The volume of the
liquefied-gas tank is 9.60 liters, and the manifold outside the tank has an
additional volume of 0.27 liter, assuming that a 3.0-ft length of l/2-1n.,
0.049-in.-wall tubing is used to connect the A and B piping menifolds (see
Figure 14). These volumes, along with the temperatures and pressures, are
used to make the necessary correction.
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2. Small Condensation Unit

The small condenser for liquefied gases was assembled as
shown in Figure 15. This condenser is to be used for charging quantities up
to approximately 1 1b to the propellant vessel. For these tests, as for the
large unit, LNo was used as the refrigerant and gaseous nitrogen was con-
densed and discharged through the spray nozzle. The test results are given
in Table 9.

In this condenser the contaminant gas is introduced, con-
densed, and charged into the propellant vessel continuously. For precise
work the condenser tubing is purged with helium after the contaminant ges
is closed off. Seven runs were made with the 4.080-liter gas cylinder - two
at approximately 0.5 lb charged, two at 0.05 1b, and three in the 0.01-1v
range. All were made using the precision gage with a range from O to 2000
psi. Moderately high pressure was used in the gas cylinders to permit a
pressure of 50 to 80 psig to be maintained in the condensing coil; this
resulted in condensation at a slightly higher temperature than that of the
refrigerant, which was vented at atmospheric pressure.

The two 0.5-1b runs were throttled to require a charging
time of about 15 min. Smaller quantities cannot be accurately throttled by
means of this gage and cylinder. Runs in the minimum range, less than about
25 g, can most accurately be made from the small cylinder, using the pres-
sure gage with the lowest possible range. As the charging time decreases it
becomes more difficult to end charging at a precise, predetermined pressure,
although there is no difficulty in reading the gage with suitable accuracy.

The two runs at approximately 0.05 1b are at about the
limiting rate with the medium-size cylinder. These runs were controlled to
& pressure drop of about 1 psi/sec on the cylinder-pressure gage. The total
charge required is about 2 min.

Runs 5, 6, and T were made for information purposes only.
It was found that there is insufficient time for condenser-pressure correc-
tions or throttling-rate corrections. The small cylinder should be used for
charges of this magnitude, and it would be preferable to use the gage read-
ing from O to 60 psi.

To ensure condensation, the pressure in the condenser coil
mist be maintained at least 20 psi above the pressure in the jacket; these
pressures are as measured by G-3 and G-4, respectively. This operation can
only be performed by throttling with V-8. The proper charging procedure
would be to crack V-8 initially and then to adjust the rate of pressure drop
with V-23. Valve V-8 is then readjusted to maintain a pressure of 50 to 75
pei in the coil, as read from G-3.

E. SOLIDS-ADDITION UNIT
The accuracy and reproducibility of the powder-measuring unit was
determined with commercial sandblast sand (silica) that had been screened to

remove particles larger than 250 microns. (A screen analysis showed that the
remaining sand had a nearly logarithmic size distribution.) The results,
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presented below, show the precision with which sand may be measured; incremen-
tel addition of solids having higher or lower densities would deliver higher
or lower veights of contaminants.

Weight of Sand Delivered, g Reproducibility
Setting Runl 2 p) 2 3 i it

i 2
1 0.218 0.220 0.220 0.222 0.223 0.225 0.226 2.2
2 0.681 0.692 6.690 0.68T 0.686 0.686 0.683 1.7
3 2,28 2.28 2.30 2.32 2.32 2.33 2.35 1.7
L 3.0 3,43 3,43 342 344 3.2 342 0.6
5 9.27 9.09 9.01 9.07 9.13 9.16 9.20 1.6

Following this calibration, the solid-contaminant addition system
was set up as shown in Pigures 18 and 19. A beaker was placed under the out-
let pipe to catch the solids as they were washed through with distilled water
from the recycle valve (V-T). The solids were then filtered and dried, and
the weights were compared with the weights delivered during calibration. The
deta are given in Table 10.

The deviation found for Tests 3 and 4 is well within the +6% allow-
able error, and serves to demonstrate that the unit will perform satisfactorily
at this higher level of addition. Runs 1 and 2 showed larger losses, but the
results are still within the allowable limit. A small amount of solids con-
ceivably remained in the lines because of the relatively low velocity of the
distilled water used in washing the solids from the lines and tubing. In op-
eration, propellant recycled at a relatively high velocity would provide im-
proved recovery.

VI. OPERATING PROCEDURES

Operating procedures are presented below in a format designed to facili-
tate future use as an instruction manual, if desired.

1.0 Scope

This equipment has been designed to permit the addition of solid, liquid,
or gaseous material to a vessel containing liquid rocket propellant. Contamin-
ants are charged through an 18-in.~dia flange equipped with three introduction
tubes. Liquid addition utilizes a metering pump; water-vapor addition is
accomplished by feeding a measured volume of water through a vaporizer. Gase- ,
ous contaminants are introduced from calibrated gas cylinders and are measured
by meansg of pressure and temperature differential; liquefied-gas contaminants
are measured volumetrically as gas, are condensed, and are then introduced to
the vessel. Solid contaminants are metered batchwise by the use of a precision
powder measure.
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2.0 Liquid-Addition Unit
2.1 Description

Impurities that are liquid at normal temperatures and pressure are
charged into a vessel containing liquid propellants in a continuous-pulse
flow. The two=-plunger metering pumptransfers the liquid from a 10-liter
supply tank to the propellant vessel at any rate from O to 270 ml/min. vol-
umetric measurement is indicated by the number of strokes of the pump during
the charging period. The pump is equipped with a stroke counter that will
automatically shut off the pump after a preset number of full strokes. The
rate of flow through each cylinder may be altered by adjusting the stroke
length from zero to the maximum; either cylinder or both cylinders may be in
opersation.

2.2 Equipment

The metering device is a Proportioneers Duplex AdJust-O-Feeder Model
1106 plunger pump. The small cylinder is equipped with a 1/k-in.-dia plunger
and the larger with a 5/8-1n.-dia. plunger. The pump operates at a maximum of
34 strokes/min, producing flow rates of L2 ml/min in the smaller cylinder and
270 ml/min in the larger cylinder. Valves are included to permit diversion
of the stream for calibration and to provide purging of the line downstream
from the pump with inert gas or recycled 1liquid.

The piping consists of an in-line system from the supply tank to the
pump and from the pump to the spray nozzle into the propellant vessel, as in-
dicated in Figures 6 and 7. A return line with a relief valve is located be-
tween the pump and supply tank to prevent damage to the pump if downstream
vaelves are closed. The supply tank is mounted on the brackets of the pump
frame. Operation consists of f£illing the supply tank with the fluid contami-
nant, starting the pump, and opening the diversion line for calibration. After
the stroke settings have been adjusted and calibrations have been made, the
diversion line is closed and the downstream line is purged with propellant or
inert gas. The control valwve is opened and the pump is operated for the de-
sired number of strokes. The control valve is then closed, and the contamin-
ant is purged into the vessel by recycling propellant from the tank.

2.3 Preggz_'ation

The supply tank, pump, and piping must be clean to the degree required
for the particular contaminant and propellant to be used. Lubricants should
not be used in this unit in any location where they would contact the comtam-
inant stream. The pump plungers are equipped with Teflon seals and do not
require lubrication.

The pump calibration should be checked each time the stroke length is
adjusted; the stroke-length indicator scale cannot be reset with sufficient
accuracy to permit the use of & previous calibration. The pump must be stopped
for adjustment of the stroke length. The locknut of the crank pin is loosened
and the adjusting screw is turned until the pointer on the indicator scale is
at the desired reading.

16




2.4 Betup Procedure (See Figures 6 and T)

a. Locate the pump aseembly approximately 3 ft from the charging flange.
b. Mount the supply tank on the bracket of the pump frame.
c. Connect the piping between the supply tank and the pump.

d. Connect the piping assembly between the pump and the center union
on the charging-flange cover, adjusting the pump location as necessary.

e. Connect the propellant-recycle line to V-26.
f. Connect the pressurizing line to V-l.

g Connect the fill line to V-2.

h. Connect the vacuum lines, heating cord, and thermocouples as
required.
i. Cap the contaminant-addition lines that are not being used.

2.5 ggeration
a. Fill the supply tank with liquid contaminant through V-2.

b. Close V-5 and V-26.
c. Open V-1, V=3, and V-4,

d

. Start the pump and allow liquid to fill the system, discharging
through V-4.

e. Fill the discharge lines with liquid by closing V-4 and allowing
both cylinders to recycle to the feed tank through the pressure-relief valve
(v-21).

f. Stop the pump and set the stroke counter for the desired number of
strokes.

g. Start the pump, collecting liquid from V-l in the graduated cylin-
der.

h. Adjust the stroke length if required, and repeat the foregoing
step (g).

i. Set the stroke counter for the desired number of strokes.
J. Close V-k,.

k. Open V=5 and V-8.
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1. Start the pump for the charging cycle.

m. When the pump stops, close V5.

n. Open V-26 glowly, and purge the line for 30 sec.

o. Close V-26 and V-8.

p. Repeat the foregoing steps as necessary for additional contaminant.

2.6  Shutdown Procedure

a. Disconnect the piping at the charging-flange union.
b. Empty the feed tank.

c. Pump a suiteble solvent through the system, discharging at V-4
and V-5.

d. Disassemble the unit in reverse order, using appropriate safety
measures.

e. Clean all the assemblies using the appropriate cleaning schedules
(Ref. 2).

f. Dry the components and store them in dust-tight enclosures.

3.0 Water-Vapor-Addition Unit
3.1 Description

This unit is used to charge water vapor to an enclosed propellant vessel
at a known rate and a known temperature. The charging is continuous; liquid
water is drawn from a calibrated gage glass and is then veporized in a 1000-
watt, electrically heated, U-shaped vaporizer. The addition rate is controlled
by a manually adjusted valve in the liquid-water line. The vapor enters the
propellant vessel through a spray nozzle that is a part of the charging-flange
assembly. The arrangement of the unit is shown in Figures 8 and 9.

3.2 Equipment

The vater-metering device is a 100-ml-capacity, 3/4-in.-OD, gage glass
with a liquid-level slide bar. A 1/8-in. tube and a Hoke valve permit the con-
trol of water flow to the vaporizer. The gage is calibrated in millimeters;
the flow is adjusted at V-1l and a stopwatch is used to determine the rate of
flow. The vaporizer is equipped with leads from the heating element for con-
nection to a l-kw variable transformer (not supplied). Chromel-Alumel thermo-
couples are located on the wall of the inner pipe at two points for connection
to a potentiometer or other temperature indicator or recorder (not supplied).
Two similar thermocouples are positioned on the inner pipe of the spray nozzle.
This tube 1s heated by a 100-watt electric coil controlled by a 500-watt
varisble transformer (not supplied). Copper tubing is coiled around V-8 and
the adjoining pipe; the tubing should be connected to 100-psl steam to prevent
condensation in the valve and piping.
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3.3 Preparation
The gage glass, piping, and valves must be cleaned of organic materials
or solid materials that might obastruct the spray nozzle. The use of deionized

or distilled water as the contaminant to be added is recommended to avoid
scaling on the inner surfaces of the vaporizer and sprey nozzle.

The rate of addition should not exceed the capacity of the heater to
vaporize the liquid; the rate can be adjusted rapidly after the addition of
liqgid has started. The temperatures at all thermocouples must remasn above
212°F. The midpoint of the vaporizer should be at approximately SO0 F to_en-

sure rapid vaporization. Dampge may occur if the temperature exceeds 650°F
in either the vaporizer or the spray-nozzle tube.

3.4 Setup Procedure (See Figures 8 and 9)

a. Connect the vaporizer-discharge piping to the spray nozzle on the
charging-flange cover.

b. Connect the vaporizer-inlet piping to the gage-glass union.

c. Connect the thermocouple leads to the indicating instrument.

d. Connect the heater leads to the variable transformers.

e. Connect the pressurization gas to the gage-glass inlet (V-10).
f. Connect 100-psi steam to the copper coil around V-8.

g. Set the variable transformers at about 45 v on the vaporizer and

60 v on the spray-nozzle heater for warmup. Do not set the transformers on
full voltage unless liquid is flowing; damage may otherwise occur.

3.5 QOperation

a. Close V-1l and V-8.

b. Fill the gage glass with deionized water through V-9, making sure
that there are no gas bubbles in V-11 and the 1/8-in. line that extends into
the vaporizer. Note the level.

c. Close V-9.

d. Open V=10, and pressurize to 20 psi above the pressure of the pro-
pellant vessel.

e. Slide the liquid-level bar down to the level required for the to-
tal volume of water to be added.

fé Adjust the heaters to provide a minimum of 500°F in the vaporizer
and 250 F in the spray nozzle.
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g Immedistely before charging, adjust the vaporizer heater to a 50%
greater input than required under the foregoing static conditions.

hl mn V-B-

i. Open V-11 slowly, checking the addition rate to obtain the desired
flow. Do not add water at a rate exceeding 15 ml/min (100 mm/min), the approx-
imate capacity of the vaporizer.

J. Readjust V-11 and the heaters to maintain the desired conditions
during the run.

k. When the liquid level reaches theoslide bar, close V-1l and reset
the Variac for & vaporizer tempetrature of 500°F.

1. Wait 4 min, and close V-8 and V-10.
3.6  Shutdown Procedure
a. Disconnect the thermocouple and heater leads.
b. Release the system pressure slowly through V-9.
c. Disconnect the vaporizer at the spray nozzle.
d. Open V-1l and V-10, and purge the remaining water through the unit.
e. Disassemble the unit in reverse order.

f5 Clean all the assemblies, using the appropriate cleaning schedule
(Ref. 2).

g. Dry all components and store them in dust-tight enclosures.

4.0 Gas-Addition Unit

4.1  Description

Quantitative addition of gaseous contaminants to a liquid propellant is
accomplished by pressurized transfer. Three calibrated cylinders are provided;
by measurement of pressure and temperature differentials, they permit accurate
and reproducible charging over a wide volume range. The maximum rate of flow
is dependent on the initial cylinder pressure; the rate of addition is con-
trolled by manually operated velves. This unit 1s illustrated in Figures 12
end 13.

k.2  Equipment

Ges cylinders with capacities of approximately Lk, 4, and O.h liters are
included; each is equipped with a thermocouple to indicate the gas temperature.
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Three precision pressure gages are included to cover the ranges from O to 60
psi, O to 600 psi, and O to 2000 psi. Another pressure gage is installed in
the piping assembly designated as B in Figure 12 to measure the pressure in
the line that introduces gas into the propellant vessel. A connection is pro-
vided to allow the recycling of propellant from the storage vessel for use in
purging the introduction line if desired. To prevent a possible flow of pro-
rellant-contaminated gas into the calibrated cylinders, a Circle Seal check
valve is included in the piping system. Gas flows into the propellant vessel
through an open tube in the charging flange.

4.3 Pregggation

The gas cylinders, valves, and piping must be clean to a degree commen-
surate with the gas and propellant in use. No lubricants are required in this
unit.

If the piping is not modified, no additional calibration is required.
The volume of gas delivered may be determined from the instrument readings, as
outlined in paragraph 4.7. Inasmuch as pressure measurements are the basis of
accuracy in this unit, all pipe and tube fittings must be leak-tight over the
pressure range in use.

4.4  Setup Procedure (See Figures 12 and 13)

a. Connect Piping Assembly B to the 1/2-in. union on the charging-
flange cover.

b. Connect Piping Assembly A to the calibrated gas cylinder.

c. Connect Piping Assembly C to Assembly B.

d. Connect Assembly A to Assembly B with the l/2-1n. tubing supplied.

e. Connect the contaminant-gas source to V-13.
f. Connect the vacuum line to V-1T.
k.5 Operation

a. Close all the valves except V-12, V-1l, and V-16.
b. Evacuate the calibrated cylinder and piping assemblies.
c. Close V=17 and V-1k.

d. Open V-13% and fill the calibrated cylinder to the required pressure
(see paragraph 4.7 for calculations).

e. Close V-13.

f. Pressurize the piping assemblies with the contaminant gas by crack-
ing V-1b; close V-1k,
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-8 Record the pressure and temperature in the gas cylinder (TC-5,
G-2), and note the G-3 pressure.

h. Open V-22.

i. Admit gas, using V-1l or V=23 to maintain the pressure below 50
psi at G-3, or at a pressure less than 50 psi above the propellant-system
pressure.

J. AdjJust the flow by timing the pressure reduction in the gas
cylinder.

k. When the cylinder pressure reaches the predetermined range, close
V-1l and/or V-23 and then V-22.

1. Record the pressure and temperature on TC-5, G-2, and G-3.
m. Close all open valves.

n. Repeat the foregoing steps as necessary to add additional con-
taminant.

4.6 ghutdown Procedure

a. Open V-17, V-16, and V-14 to vent the piping assemblies. Optional:
Purge all lines with inert gas if a corrosive, toxic, or combustible contam-
inant gas was used.

b. Disassemble the unit in reverse order, using appropriate safety
measures.

c5 Clean all assemblies, using the appropriate cleaning schedule
(Ref. 2).

d. Dry all components and store them in a dust-tight enclosure.

4.7 Calculations

4.7.1 Methods and Accuracy

Gas addition measured by pressure and temperature change is subject to
substantial error if corrections are not made for the deviations of gas
properties from those of an ideal gas. These deviations are condensed into a
compressibility factor that varies with temperature and pressure and is
different for each gas. Tables of compressibility factors for many gases are
available over a wide range of temperature and pressure conditions. A stan-
dard source of such data is Ref. 3.

An alternative method of computation consists of calculations using the
tabulated properties of the superheated gases. These values may 8lso be
found in Ref. 3 for many gases - including methane, carbon dioxide, and nitro-
gen, which are the gases presently of interest. Because tabulated data for
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superheated gases are available in more complete form over the pressure and
temperature ranges concerned, this method is described below.

Inverpolation, or the selection of data points between points given
in the tables, is very reliable and provides answers that should not deviate
by more than about 3%. BExtrapolation, or extension of the date beyond the
table, must be performed with care, because the data are not necessarily
linear when plotted. This may be seen in Figure 20, where the volumes of
superheared methane, cerbon dioxide, and ritrogen at constant temperature are
plotted against pressure.

Figure 20 was developed on the basis of data in Ref. 3 and may be used
for calculations over the pressure range given. When more-extreme pressures
are iavolved, the original tables in Ref. 3 are recommended for either com-
pressibility or superheating properties.

b.7.2 1nitial and Final Pressures to Add Required Charge (Saqgle Calculation)

The example below is given to demonstrate the calculations required for
determination of the required pressures for a given charge. The following
conditions are assumed: the addition of 3 1b of methane to a system, an am-
bient temperature of 100°'F, and a cylinder volume of 1.55 cu ft.

The inltisl cylinder pressure required is determined as follows: The
specific volume is given by

v = l;%iiga_il = 0.517 cu f3/1b

From Figure 20, at JOOOF for methane, 0.517 cu ft/1b corresponds to 675 psia
or 660 psig, whereupon the minimum initisl pressure is 660 psi.

To ensuras sufficient pressure to maintain a desired addition rate and
12 exce<i *he propellant-vessel pressure, =2n initial pressure is selected that
is slighk*ly higher +han the sum of the calculated and the propellant-vessel
pressure (e.g., 750 psia).

The final pressure corresponding to a 3=1b charge is determined as
foliows. The actual initial weight is given by

where Vozg is the specific volume at 750 psia. From Figure 20, VTSO is 0.466
cu ft/ib et 100°F. Then,

The final cylinder weight is given by

Ve = 335 = 3.0 = 0.35 1b
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The final specific volume is given by

v, = 1: = 4.69 cu ££/1b

From Figure 20, at 100°F, 4.69 cu rt/lb corresponds to a final pressure (pf)
of 79.5 psia, or 64.5 peig. The cylinder will therefore initially be pres-
surized to T35 psig and gas will be introduced to the system until the cylin-
der pressure reaches 6L4.5 psig.

A correction is made for the final gas temperature as follows: As gas
under high pressure is released, the remaining gas in the cylinder will be
cooled. The final cylinder temperature will depend on the rate of gas release
and other factors; if necessary, it may be calculated approximately by the
use of Joule-Thomson coefficients from Ref. 3.

Jt is a3ssumed that the final gas temperature is 60°F. From Figure 20,

the specific volume at 60°F and 79.5 psia is 4.33 cu £t/1b. The actual weight
of gas remaining is then

v, = 71‘221:33 = 0.357 1b

The actual gas weight added to the propellant vessel is

L = Wy - Ve = 3.3% = 0.35T7 = 2.97 1b

4.7.3 Charging of Gases at High Pressures (Sample Calculation)

For charges at pressures exceeding the limits of Figure 20, the tables
of superheated-gas properties may be used. The only significant difference is
that additional calculations are required for interpolation and that conversion
of units for nitrogen is necessary.

The sample calculation used above will indicate procedures and also per-
mit & check on the accuracy of Figure 20. As in the foregoing sample, the con-
ditiong assumed include the addition of 3 1b of methane, an ambient temperature
of 100°F, and & cylinder volume of 1.55 cu ft.

The minimum initial pressure i3 determined as follows: The initial
volume is

v = ;-:85- = 0.517 cu ft/1b

From Ref. 3 (Table 227, p. 270), 0.517 cu £t/1b lies between 0.T12 cu f£t/1b at
500 psia and 0.432 cu ft/1b at 800 psis. Interpolating for the minimum pres-
sure, p ., , '
min
Cu ft/1b Pressure
0.712 500 psia

0.517
0.432 %npsia
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it is found that

O-l-O.‘bE
Pasn = 800 - SRERIH (80 - 50)

= T09 psia = 694 psig

Hence, 750 psia will be used as the initial pressure so that the final pres-
sure after charging exceeds the pressure in the propellant tank.

The final pressure, p,, corresponding to a 3-1b charge is determined
as follows: The actual initial weight is given by

vy = %‘22‘
750

From Table 227 of Ref. 3 and by interpolation, v750 is 0.479 cu £t/1b. Then,

1.
v ='6'.F7§ = 3.2k 1b

The final cylinder weight is given by
We = 3.24 = 3.0 = 0.24 b

Then, the final specific volume is

1.
v, = £228 = 6.47 cu £t/1b

By interpolation in Table 227 of Ref. 3,

Py = 58.3 psia = 43.3 psigs

The deviation of the method developed in paragraph 4.T.2 is checked as
follows: From Table 227 of Ref. 5, at a of T9.5 psia, Ve is 4.65 cu ft./lb.
Then,

=122 _ 033 1

w
£ vf

The actual gas weight added to the propellant vessel is

fe = 3.24 = 0.33 = 2.91 1b
Deviation = 2-'-0-—;72)-§1— (100) = 3%

L.7.4 Correction for Gas in Piping sgmle Calculation)

In the addition of gaseous contaminants, the volume of the gas cylinder
and of piping system up to V-1l and V-23 is included in the cealibrated volume.
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If the pressure between V-1, V-23, and V=22 is different at the beginning and
end of the addition, e correction must be made for the differing amounts of
gas remaining in this space. When small quantities of gas are being charged,
this residual quantity may be significant. The following conditions are
assumed: The initial gas Ereuure is 5 psig (20 psia) between V-14 and V-22,
the final gas pressure is 45 psig (60 psia) on Gege G-3, the cylinder temper-
ature is 60°F, and the gas charged is methane. Then,

bl-m‘-(wf-vi)

where
Ow = actual weight of gas charged
lfsig = apparent weight charged, from cylinder-pressure measurements
wp = weight of gas between V-1l and V-22 at end of charge
wy = welght of gas between V-14 and V-22 at start of chabge

and the volume of the piping between V-14 and V-22 1s 0.266 liter, or 0.266/
28.32 = 0.0094 cu ft. From Table 227 of Ref. 3, the final specific volume,
ve, 18 5.75 cu £t/1b at 60 psia and 60 F. Then,

0.0094
Ve = 55 = 0.00163 1b = 0.T40 g
It is apparent that if 3 1b had been charged, as in the previous examples,
no correction would have been necessary. If the charge had been in the mini-
mum range, the correction would be important. To determine the actual correc-
tion, wi is calculated as follows: The initial specific volume, vy, is 18.70
cu £t/1b at 5 psig (20 psia) and 100 F. Then,

0.0094
v, = —3-:% = 0.00050 1b = 0.227 g

If the initially calculated charge had been 2.97 1b as in varagraph 4.7.2, fore-
going, the actual weight charged would have been

&y o= 2.97 = (0.00163 - 0.0005) = 2.97 1b

If the initially calculated chdrge had been on the minimum side, say 3 g, the
actusl weight charged would have been

v = 3.0 - (0.740 - 0.227) = 2.48 g

and an error of about 20% would have occurred if no correction had been applied.

4L.7.5 Correction for Gas in Condenser (Sample Calculation)

When a gas is condensed and the resulting liquid is added to the pro-
pellant vessel, a correction may be necessary for the gquantity of vepor re-
maining in the condenser. The following conditions are assumed: The gas
charged is methane (refrigerant, liquid methane), the final gas pressure in
the condenser is 5 psig or 20 psia, and the volume of the condenser and asso-
ciated piping is 9.87 liters or 0.3485 cu ft. Inasmuch as the residual
methane vapor would be in equilibrium with 1liquid methane, Table 226 (p. 265)
of Ref. 5 13 used. By interpolation, Ve 18 6.82 cu £t/1b at 20 psia. The
weight.of gas left 1s
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v, = 0. 3485 . 0.0512 1b = 23.2 g

Had the condenser been evacuated when the gas-cylinder pressure and
temperature were read, 23.2 g would be subtracted from the apperent weight
of gas charged. If, instead, the condenser hed been pressurized with
methane, the difference would have to be subtracted, as in paragraph 4.T7.h4.

This correct.on applies when liquid methane is the refrigerant. Had
IN2 been used as the refrigerant, essentially cl% the methane would have been
condensed because of the lower temperature (=320 F at 15 psia) and no correc-
tion would be necessary, assuming that the liquid is forced into the propel-
lant tank by pressurizing with an inert gas.

5.0 Cryogenic-Liquid-Addition Unit

5.1 Description

Condensed gases may be added to a vessel containing liquid propellants.
Charging is by pressurized transfer from a condenser, employing the vapor
pressure of the contaminant for the introduction of large quantities and in-
ert-gas pressure for small quantities. The contaminant is measured by means
of pressure and temperature differential in the three calibrated cylinders,
as for gaseous-contaminant introduction (Section 4.0). The unit is shown
schematically in Figure 14. The quantity charged is dependent on the initial
cylinder pressure; the rate is controlled by manually operated valves.

5.2 uipment

The three gas cylinders described in peragraph 4.2 are used. Their
capacities are approximately 44, 4, and 0.4 liters, and they are equipped
with copper-constantan thermocouples for gas-temperature measurement. Equip-
ment used to introduce gases into the condenser and to make measurements is
described in paragraph 4.2.

A 9-liter, double-wall, insulated condenser is provided for contaminant
quantities of 1 1b or greater. The condenser jacket is equipped with fittings
for the introduction of & refrigerant, such as IN2, and for venting the
vaporized refrigerant. The venting can be agsinst atmospheric pressure or,
more normally, against a 100-psig relief valve. The condenser is provided with
fittings to connect to the center spray nozzle on the charging flange.

Smaller quantities of liquefied-gas contaminants are added through a con-
tinuous-condensing coil fitted within a jacket to contain, typically, LN2 as a
refrigerant. An inert-gas purge line is provided to inject the condensate into
the propellant vessel. The condensate line is connected to the spray nozzle in
the charging flange through a tee.

5.3 Preparstion

The gas cylinders, valves, piping, and condensers must be clean to a de-
gree commensurate with the contaminant and propellant in use. For cryogenic
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use, no water vapor is permissible in either the condenser or the jacket, be-
cause the nozzles, check valves, or other apertures might become clogged.

The unit is precalibrated, and no additional calibration is required
unless piping changes are made. The volume of gas delivered is determined
from the instrument readings as outlined in paragrsph L4.7. Because the
pressure measuremsnts are critical with regard to sccuracy in the use of
this unit, all pipe and tube fittings must be leak-tight over the pressure
range in use.

5.4 Setup Procedure (See Figures 14 and 15)
a. Connect the support brackets to the charging-flange lifting lugs.

b. Mount the condensers on brackets and connect the condensate line
to the spray nozzle on the charging-flange cover.

c. Connect Piping Assembly B to the inlet provided for contaminant

gas.
d. Connect Piping Assembly A to the gas cylinder to be used.
e. Connect Assemblies A and B with 1/2-in. tubing (supplied).
f. Connect Piping Assembly C to Assembly B.
g. Connect the coolant vent.
h. Connect the refrigerant line to the copper coil around V-8.
i. Connect the contaminant-gas source to V-13.
J. Connect the vacuum line to V-1T.

5.5 QOperation

5.5.1 System Preparation
a. Cloge all valves.

b. Open V-12, V=1k4, V=16, V=32, V=33, and V-29, and evacuate through
V-17.

c. Close V-1k4 and V-17.
d. Open V-13 and pressurize the tank to the required value.
e. Close V-13.

5.5.2 Jacket Purge
a. Connect the dry inert-gas source to V-18.
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b. Close V=27 and V=30, and purge through V-19 for 5 min.
¢. Close V=19, and purge through V-20 at 100 psi for 1 min.
4. Open V=27, and purge for 5 min; close V=27.
e. Open V=30 and V=31, and purge for 5 min; close V=30 and V=31.
f. Connect the refrigerant in place of the inert gas.
5.5.3 Cooldown Procedure
a. Open V-19 and V-34.

b. Introduce refrigerant into the jacket through V-18 or V=31 as
appropriate, and to the condensate cooling coil.

c. When liquid refrigerant appears at V-34, close V-3k.

d. When liquid appears at the V=19 coolant vent, the condenser is
full; close V-19.

e. Close V-18 or V-31 as appropriate.
5.5.4 Operation of Large Condenser
a. Close V=32, read the pressure at G-2, and check G-3.

b. Partially open V=14 or V-23, and maintain a pressure at G-3
approximately 50 psi greater than the propellant-vessel pressure.

¢. When the proper amount of contaminant gas has condensed as indi-
cated at G-2, close V-1l or V-23.

d. Record the cylinder pressure and temperature.

e. Wait until the pressure at G-4 equals the pressure at G-3 or until
the pressure at G-3 exceeds the pressure in the propellant-storage vessel.

f. Open V-8. It may be necessary to drain the refrigerant at V-27
to develop an adequate pressure if the boiling point of the refrigerant is
substantially below that of the contaminant.

g. When the pressure at G-3 begins dropping rapidly, close V-8.

h. Read the pressure at G-3.

i. Calculate the amount of contaminant gas added by the method of
paregraph 4.7.
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5.5.5 Qperstion of Sgall Condenser
e, Close V=33 and V=29.

b. Pressurize the piping with contaminant gas through V-lk or V-23;
close V-1l and V-23,

c. Read the pressures at G-3 and G-2 and the temperature at TC-5.
d! mn V'B.

e. Add contaminant gas through V-1k or V=23 at a rate not to exceed
0.1 1b gas/min.

f. When the desired amount of contaminant gas has been added, close
V-14 and Vv-23.

g. Close V-16; read the pressures at G-3 and G-2 and the temperature
at TC-5.

h. Purge the condensing coil with inert gas or recycled propellant
through V-17 or V-T.

i. Close V-8.

5.6 Shutdown Procedure

8. If recycled propellant was used to purge the condenser coils, re-
sidual propellant may be forced into the storage vessel by pressurization with
inert gas.

b. Purge all the lines with inert gas if a corrosive, toxic, or com-
bustible contaminant gas was used.

c. Relieve the pressure by disconnecting the inert-gas line at V-1T7
and opening the valve.

4. Disassemble the unit in reverse order, using appropriate safety
measures.

( t;. Clean all assemblies, using the appropriate cleaning schedule
Ref. 2).

f. Dry all components and store them in dust-tight enclosures.
6.0 Solids-Addition Unit

6.1 Description

The solid-contaminant-addition unit is designed to permit the charging
of known quantities of fine granular solids such as silica or iron oxide to
the propellant-supply vessel. The charging is by the batch method; the
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quantity may be varied from 0.2 to 9.6 g of materisls such as sand. Measure-
ment is volumetric, and the weight charged therefore varies with the density.
Iarger amounts may be charged by repeating the batch charges. The assembly
is shown in Figure 19.

6.2 uipment

The solids-metering device is the microsetting powder measure manufactured
by the Sante Anite Engineering Company. The piping consists of two ball valves,
a mounting bracket, and purge lines as shown in Figures 18 and 19. The piping
assembly is mounted on the 3/1&-1n. union on the charging-flange cover. The
povder measure is mounted on the bracket that is bolted to the charging-flange
lifting lug. Charging is accomplished by closing the lower dall valve, opening
the upper ball valve, mounting the powder measure, and turning the powder-
measure handle for the required number of cycles to add the amount desired. The
powder measure is then removed, the upper ball valve is closed, and the lower
ball valve is opened. The solids are washed into the vessel either by the
recycled propellant or by an inert-gas purge, as desired. If the recycle stream
is toxic, inert gas should be introduced through the ball-valve system for
several seconds before a second charge of solids is added. The valves are then
closed. Residual vapors may be present in this zone; therefore, the upper
valve should be opened with care when the unit is again opened.

6.3 Preparation

The piping and the powder measure must be clean to the degree necessary
for the particular combination of propellant and contaminant to be used. The
cleaning procedures will vary according to the propellant used and are estab-
lished for each propellant. No lubrication is to be used in this system.

The microsetting powder measure will provide consistent charges of solids
vhen the solids have been compacted uniformly in the hopper of the powder
measure. To prepare the powder measure for use, the drum applicable to the
quantity of solids to be charged is selected. The small drum has a sand cape-
city varying from approximately 0.2 to 2.3 g/cycle, and the large-drum cape-
city varies from 1.2 to 9.6 g/cycle. The drum must be adjusted and calidrated
prior to use. The cylinder is filled with solids and is rapped eight times
with the attached hanmmer. The first five charges are discarded after rapping
the cylinder twice at the top of the handle stroke and twice at the bottom of
the stroke. A charge is delivered and weighed. The number of times the cylin-
der is t0 be rapped with the hammers is not critical, but a consistent procedure
should be followed throughout the calibration and charging steps. The drum volume
ROV, PLaAMRBAE {EReSe te a0 RERY'ES SR FYRRaTRESC OF the domtred total

6.3 BSetup Procedure (See Figures 18 and 19)
8. Attach the valve and tee assembly.
b. Connect the inert-ges purge line to V=-1T7.

c. Connect the propellant-recycle line to V-7, if required. (Note:
if the s0lids chamber is to be evacuated to prevent admission of air to the
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vessel, the vacuum connection should be made at the upper ball valve after
the charge is introduced into the chamber.)

4. Attach the powvder-measure mounting bracket to the lifting lug.
e. Calibrate and fill the powder measure. |
6.5 ration
a. Close all valves.
b.  Open V-25.
c. Install the powder measure on the mounting bracket.

d. Charge solids from the powder measure by moving the handle up,
rapping the chamber twice, and moving the handle down.

e. Remove the powder measure.
f. Close V-25.
g Optional: BEvacuate the chamber at V-25 and close V-25.

h. Optional: Open V-T to purge with propellant; open V-24, wait
1 min, and closge V=-7.

i. Open V-17 slightly to pressurize or to purge with inert gas; open
V-24 if closed, wait 30 sec, and close V-1T7.

J. Close V-24.
6.6 Shutdown Procedure

a. Disconnect the line from V=17 and release the pressure in the
asgsembly. .

b. Disagsemble in the reverse order, using appropriate safety
measures.

c. Clean the propellant-piping assembly, using the appropriate clean-
ing scheduld (Ref. 2).

d. Clean and dry the powder measure,
e. S8tore the components in dust-tight polyethylene bags.
VII. CONCLUo.UNS AND ONS

A. ‘CONCLUSIONS

The confomim.nt-nddition units designed, constructed, and tested
in this program have demonstrated the feasibility of adding a veriety of
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contaminants to & vessel containing propellant. Wide ranges of contaminant
concentrations may be prepared with accuracies of from 6 to 20%.

The system wvas designed to be simple and thereby to provide easy
operation and maintenance. More elaborate systems with automatic or semi-
automatic operations might be desirable for future use.

The contaminant-introduction system was constructed to provide a
device for the accurate sddition of contaminants. The assembly is a proto-
type consisting of five unites mounted singly on the flange. Conceivably at
a future time a single, multifunctional unit would be useful for the siml-
taneous addition of two or more contaminants.

B. RECOMMENDATIONS

The systems that were constructed in this program are relatively
simple, but the operator should keep in mind the specific hazardes of the pro-
pellants being handled. Cryogenic liquids must never be isolated and allowed
to wvarm vithout meking provision for relief of the pressure that will develop.
Pressure-relief valves have been provided, where required, for the manipula-
tion of sample and contaminant, but are not provided between all valves. The
operator should be intimately familiar with the operation of each unit before
testing begins.

In the addition of contaminant gases to the propellant, the amount
of gsample charged might be determined by weighing the calibrated gas cylinders
with electronic load cells. This method would be faster than the present
method, and might assure greater accuracy, but the use of such load cells
would be considerably more expensive.

If the contaminant-introduction system is to be used extensively
for LFp and C1F3, it is recommended that all-welded or AN-tube connections be
used instead of threaded connections. Likewise, for frequent use with corro-
sive gases and for frequent use in a fixed location, stainless-steel pressure
transducers rather than bronze Bourdon tubes are recommended.
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o O

TABLE 1

QUANTITIES OF CONTAMINANTS TO EE ADDED
TO 200 GALLONS OF PROPELLANT

Required Required Quantity*

Concentration Accuracy _grams
Contaminant Minimum Maximum 49 Minimum Maximum
Gaseous CH) 15 ppm 3000 ppm 10 0.8 4080
Liquid CH) 15 ppm 3000 ppm 10 0.8 4080
Gaseous N, 160 ppm 5000 ppm 10 8.0 6810
Liquid N, 160 ppm 5000 ppm 10 8.0 6810
Gaseous CO, 10 ppm 5000 ppm 10 0.6 6810
Water vapor 10 ppm 50 ppm 10 to 20 0.6 68
Liquid water 10 ppm 1000 ppm 10 to 20 0.6 1360
Flake iron oxide 1 mg/gal 50 mg/gal 6 0.2 10
Silicon dioxide 1 mg/gal 50 mg/gal 6 0.2 10

*

The minimum quantities given are for addition to LH,, which has the
lowest density of the propellants involved. The magimum quantities given
are for addition to C1F3, which has the highest density.

Table 1
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TABLE 3
EQUIPMENT SUMMARY, PRESSURE GAGES

G-1 (G-h)* G-2 G-2 G=2 G-~3
Service Pressurizing Gas contami- Gas contami- Gas-contami- Gas-~contami-

gas (re- nant nant nant nant

frigerant)
Make Ashcroft Ashcroft Ashcroft Asheroft Ashcroft
Model No. 1279 1082A 1082A 1082H 1279
Size, in. 4-1/2 6 6 6 4-1/2
Range, psi 0-300 0-60 0-600 0-2000 0-300
Graduations, psi S 0.2 2 10 5
Fig. No. 6 12,14 12,14 12,14 12,14

*
Gage numbers.
¥
Figures presented in this report.

Table 3
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TABLE L

EQUIPMENT SUMMARY, MISCELLANEOUS COMPONENTS

Pump
Service Liquid addition
Make Proportioneers
Type Duplex plunger
Model No. Mod. 1106, Spec. k4
Size, in. 1/4 x 5/8
Drive Electric motor
XP/115/1/60-1/4% HP
Rate
Minimum 0.0h4 gph
Maximm L.2 gph
(water)
Fig. No." 6

#*
Figures presented in this

report.

Table 4

Solids Feeder

Solids addition
Santa Anita Engineering Co.
Volumetric

Microsetting
Powder Measure

Manual

0.2 gram/ rev

9.2 grams/rev
(8ilica)

18



TABLE 5

REQUIRED UTILITIES AND ACCESSORIES

Remarks
Power 115 v, 60 cps, single-phase
Steam At 100 psi
Inert-gas supply He or N2
Propellant-recycle stream --
Refrigerant LNE’ or other
Water For washdown
Water Deionized or distilled
Variable transformer 500 watt
Variable transformer 1000 watt
Temperature-measuring device Portable potentiometer or 4-point

temperature recorder

Thermometer For ambient-temperature measurement

Table 5
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TABLE 8
TESTS OF GAS-ADDITION UNIT

*

1 2 3 L

Gas-cylinder size (small, medium, large) s M M L
Pressure gage used (G-2),** psi 60 600 600 2000
Initial gas-cylinder pre;sure , psig 58.7 204 52 1190
Final gas-cylinder pressure, psig 8.1 52 4 113
Initial gas-cylinder temp, °F 59 60 59 68
Final gas-cylinder (WTM) temp, °p 59 57 59 32
Wet test meter (WTM) temp, °r 59 61 61 -
Uncorrected WIM volume, liters 1.635 L42.03% 1L.k2 e
Corrected WIM volume, standard liters 1.595 L40.95 1k.05 -
Calculated volume of gas added, standard

liters 1.550 h2.24 13.4 3166
Volume ratio (calculated/measured) 0.97 1.03 0.95 -
Calculated weight of gas added, g 1.83 50.0 15.8 3740
Time used in gas addition, min 4 L T 5

*Test No.

*
See Table 3.

W%
This run was made to demonstrate that the larger quantities could be
added in the required length of time. The flow rate was too high to be
measured by the WIM.

Table 8
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TABLE 10

TESTS OF SOLIDS-ADDITION UNIT

1 2 3 L

Povder-measure cylinder

(large or small) Small Small Large Large
Cylinder setting Smallest Smallest 18 turns 18 turns
Number of charges used 1 2 1l 1l
Silica charged

(calibrated weight, g) 0.215 0.430 5.65 5.65
Silica recovered, g 0.202 0.410 5.68 5.52
Deviation, % -6.0 -4.6 +0.5 -1.2

*
Test No.

Table 10
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